Repair Parts

116.589.AB.1

CHICAGO
FAUCETS.

Geberit Group

Mechanical Mixing Valve with User Temperature Control

Base Parts:

O-RING .34 O.D. X .21 1.D. X .07—

50-102JKABNF

HOSE, SS BRAIDED 5/16-24 x 3/8
250-025KJKABNF

O-RING, #011
243.392.AB.1
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f " FILTER/SCREEN

3300-005JKABNF

KIT, SS BRAIDED HOSE
240.693.AB.1

BUTTON

3500-005JKCP
HEX SCREW, M4x0.7x10mm
(NOT SOLD SEPARATELY)

“KIT, MIXING HANDLE
243.285.21.1

“KIT, LOCATOR AND LIMITER
243.286.00.1

~~-NUT, CARTRIDGE MOUNT
(NOT SOLD SEPARATELY)

CARTRIDGE, 35mm
243.287.AB.1

“-VALVE BODY
(NOT SOLD SEPARATELY)

~CHECK CARTRIDGE ASSEMBLY
550-009JKABNF

ufud

S—_—
<

~KIT, MOUNTING HARDWARE
/ 243.288.AB.1
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Cover Plate for Mechanical Mixing Valve with User Temperature Control

243.284.21.1
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243.181.00.1

8 l\xKIT MOUNTING HARDWARE
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2100 South Clearwater Drive

For Technical Assistance:
Phone: 800-TEC-TRUE (832-8783)
Email: techsupport.us@chicagofaucets.com

Des Plaines, IL 60018
Phone: 847-803-5000
chicagofaucets.com



